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The information contained herein was obtained by the Department for design and 
estimating purposes only.  It is being furnished with the express understanding that said 
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best knowledge of the Department as to the location, character and depth of the materials 
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have access to subsurface information obtained by the Department and is not intended 
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The bidder should be cognizant of the possibility that conditions affecting the cost and/or 
quantities of work to be performed may differ from those indicated herein. 
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25/0"

25/0"

25/0"

Medium dense to dense brown
sandy fine to coarse gravel, slightly
silty (fill)

- auger refusal in cobbles at 4.5 ft

SURF. EL:

18-040

LOCATION:    Pavement - ±230 ft S of S Bridge End, Rt

ARDOT 030501 - Bridge 03602
Howard County, Arkansas
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DATE:  5/14/2018IN BORING:  Dry
DEPTH TO WATER

DATE:  5-14-18
COMPLETION DEPTH:  4.5 ft
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TYPE:   Auger
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PLATE 1
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Medium dense to dense brown silty
fine gravel, sandy (fill)

- with shale fragments below 2 ft

Low hardness brownish gray and
tan highly weathered shale

- auger refusal in shale at 8 ft

SURF. EL:

18-040

LOCATION:    Pavement - ±525 ft S of S Bridge End, Lt

ARDOT 030501 - Bridge 03602
Howard County, Arkansas
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DATE:  5/14/2018IN BORING:  Dry
DEPTH TO WATER

DATE:  5-14-18
COMPLETION DEPTH:  8.0 ft
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TYPE:   Auger
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PLATE 2
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50/10"

50/11"

50/7"

50/2"

Dense to very dense brown and
reddish brown clayey fine to coarse
gravel, sandy w/sandstone
fragments

Friable brownish yellow and
reddish tan highly weathered
fine-grained sandstone, weakly
cemented

- moderately hard below 6 ft

- auger refusal in sandstone at 8 ft

SURF. EL:

18-040

LOCATION:    Pavement - ±195 ft N of N Bridge End, Rt

ARDOT 030501 - Bridge 03602
Howard County, Arkansas
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DATE:  5/14/2018IN BORING:  Dry
DEPTH TO WATER

DATE:  5-14-18
COMPLETION DEPTH:  8.0 ft

- 
N

o.
 2

00
 %

TYPE:   Auger
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PLATE 3

Consulting Engineers
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DESCRIPTION OF MATERIAL
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50/1"

25/0"

Medium dense grayish brown and
reddish brown clayey fine sand
w/sandstone fragments (fill)

Friable yellowish brown and tan
highly weathered fine-grained
sandstone, weakly cemented

- auger refusal in cobbles and
sandstone at 5 ft

SURF. EL:

18-040

LOCATION:    Pavement - ±560 ft N of N Bridge End, Lt

ARDOT 030501 - Bridge 03602
Howard County, Arkansas
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DATE:  5/14/2018IN BORING:  Dry
DEPTH TO WATER

DATE:  5-14-18
COMPLETION DEPTH:  5.0 ft
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PLATE 4
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